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Automatic Lens 


28-85mm F3.5-4.5 
MACRO ZOOM 
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At NOMENCLATURE 
1. Aperture Ring 


2. Zoom Ring 
Focus Ring 


TO MOUNT LENS 


Your Quantaray automatic lens is attached to your camera and will function automatically in the same ma 
nner a 


FOCUS 
Focus by rotating Ring #3 until the camera is in focus. 

ZOOM FUNCTION: 

Zooming is obtained by turning Ring #2 to the desired focal length. 

CLOSED FOCUSING 

This lens focuses from infinity continuously to a minimum focusing distance of 50cm ( 1.6ft ) for a maximum 
magnification of 1/5.5 life size. 

INFRARED PHOTOGRAPHY 

When using black and white infrared film, compensation is necessary because of an unseen focus shift in the 
infrared spectrum. To compensate for this shift, focus normally and check the subject to camera distance 


shown by the white index line. Then rotate the focus ring until it is aligned with the infrared distance line. 
(marked “R”). Compensation is not required when using color infrared film. 


@ LENS SPECIFIC. 
LENS CONSTRU 
ANGLE OF VIEW 


IONS 
ION 15 Elements in 10 Groups 


e-o 
MINIMUM APERTURE a = 2—2 
| MINIMUM FOCUSING DISTANCE 50cm from film plane 
FILTER SIZE 2 6m 
| DIMENSION = 70mm D x 81.5mm L 
WEIGHT 490g 
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